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In this work the Reduced-Order Subscales for Proper Orthogonal Decomposition models are pre-
sented. The basic idea consists in splitting the full-order solution into the part which can be captured by
the reduced-order model and the part which cannot, the subscales, for which a model is required. The
proposed model for the subscales is defined as a linear function of the solution of the reduced-order
model. The coefficients of this linear function are obtained by comparing the solution of the full-order
model with the solution of the reduced-order model for the same initial conditions, which, for conve-
nience, are evaluated in the snapshots used to train the original reduced-order-model. The difference
between both solutions are the subscales, for which a model can be built using a least-squares pro-
cedure. The subscales are then introduced as a correction in the reduced-order model, resulting in an
important improvement in accuracy. The enhanced reduced-order model is tested in several numerical
examples. These practical cases show that the use of the subscales leads to more accurate solutions,
successfully corrects errors introduced by hyper-reduction, and allows to solve complex flow problems
using a reduced number of degrees of freedom.
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1 Introduction
Proper Orthogonal Decomposition (POD) reduced-order models consist in the projection of high-
fidelity (full-order) representations of physical problems in Computational Mechanics onto low-
dimensional spaces of solutions. These low-dimensional spaces are capable of capturing the most
representative components of the solution, their main advantage being that the computations in the
low-dimensional space can be done at a reduced computational cost. This has led researchers to ap-
ply POD based reduced-order models to a variety of physical and engineering problems: circuit design
[34], multiscale modeling in solid mechanics [49], metal forming processes [36], and computational
fluid dynamics, see e.g. [8, 7, 13, 24, 25, 35, 30, 47, 48]. Once applied to the physical problem of inter-
est, these POD based reduced-order models can be used to solve engineering problems such as shape
optimization [1, 11, 33, 39] and flow control [2, 5, 26, 23].
Despite all the advantages of reduced-order modeling strategies, POD models still have some un-
resolved issues which prevent them from being used in day-to-day engineering. One of these issues
is related to the fact that the effect of the components of the full-order model not present in the low-
order space is not taken into account in the reduced-order equations. This issue is well known in other
Computational Mechanics contexts like finite elements, where stabilized formulations have been de-
veloped to deal with the instabilities of the Galerkin method. One of the most popular frameworks for
developing stabilized formulations is the Variational Multiscale Method (VMS) [29]. In the Variational
Multiscale Method, stabilized formulations are obtained by including, in the finite element equations,
the effect of the part of the solution which cannot be captured by the finite element space. This part of
the solution is denoted as the subscales. The contribution of the subscales turns out not only to be key
for the stabilization of the finite element problem, but it also allows one to take into account important
small-scale effects such as turbulence. Elaborate models for the subscales have been developed which
allow one to improve the accuracy of VMS stabilized finite element methods. See for instance [21],
where the time dependency of the subscales is taken into account, [17], where subscales orthogonal to
the finite element space are considered, and [20, 19, 6] where the contribution of the subscales on the
element boundaries is considered.
In this work we propose to apply the Variational Multiscale ideas to Proper Orthogonal Decom-
position reduced-order models. Some applications of the VMS method to POD models can be found
in the literature. In [42] discarded POD modes in a convection-diffusion equation are linked to solved
modes through a master-slave relationship in order to improve the accuracy of the reduced-order model.
The work presented in [43] makes use of a spectral viscosity in order to take into account the effect of
discarded modes and a calibrated artificial viscosity is added to the POD model in [44]. In [10] a model
for the error is developed by using a reduced-order basis for the modeling of the POD residuals, which
are then included in the reduced-order equations. The number of degrees of freedom for the model is
then equal to the addition of the number of reduced-order modes plus the number of basis functions
for the modeling of the residual. In [48] a model for the effect of the high-frequency modes is obtained
by decomposing the POD modes into coarse and fine modes and devising a model for the coupling
between the coarse and the fine modes. In this case, the number of degrees of freedom of the reduced-
order model is equal to the addition of the number of fine and coarse reduced-order modes. In [3] a
calibrated master-slave relationship between slow and fast modes is used, which allows to reconstruct
the solution of the fine-scale modes from the resolved coarse modes.
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Contrary to the previous works on the Variational Multiscale Method applied to POD models, we
will present a model for the reduced-order subscales which does not require of additional degrees of
freedom. In order to do this, we will develop a strategy which aims to account for the intermediate
component of the solution, that is, the component which can be represented by the finite element space,
but cannot be captured by the reduced-order space. We call this component the reduced-order subscales.
The full-order solution can then be split into the reduced-order solution and the subscales. The main
idea is to consistently maintain this splitting in the derivation of the reduced-order equations.
Once the reduced-order equations accounting for the subscales have been derived, a model for them
as a function of the reduced-order solution will be introduced. When the Variational Multiscale Method
is applied to finite element problems, the model for the subscales is based on physical arguments. In
the method presented in this work, on the contrary, we propose to base the model for the reduced-order
subscales on the information contained in the snapshots used to build the reduced-order basis. The
methodology is similar to calibrated POD methods [22, 31, 38], where the error of the POD model is
used to modify the coefficients of the reduced-order system. In the method proposed in this work, we use
the exact subscales of the POD model to develop a model only for the subscales, leaving the coefficients
for the POD modes unmodified. This is done by computing the subscales of the reduced-order model
for each snapshot, and then introducing a least-squares approximation for these subscales in terms of
the reduced-order solution. The advantage of the approach we propose is that the reduced-order model
is capable to adapt to the variations in the physical parameters which determine the flow.
This results in a modified reduced-order system. As it will be shown, when compared to the original
reduced-order model, the modified system has several advantages: for the same number of degrees of
freedom, more accurate solutions are obtained. Also, when using hyper-reduction techniques [37, 27,
40, 4, 45, 8], it is capable to adapt to errors introduced by hyper-reduction and correct them. Finally,
when dealing with problems which are typically difficult to solve using reduced-order models, it is
capable of providing accurate solutions by using only a reduced number of degrees of freedom.
The paper is organized as follows: in Section 2 the Proper Orthogonal Decomposition framework for
reduced-order modeling is described and the properties of the Singular Value Decomposition strategy
for computing the reduced-order basis are summarized. In Section 3 the formulation for the subscales
for Proper Orthogonal Decomposition methods is developed, and the Least-Squares model for comput-
ing the subscales is presented, paying special attention to its properties. Finally, numerical examples
illustrate the features of the method in Section 4: the capability to improve the performance of reduced-
order models, the ability to correct the errors introduced by hyper-reduction, the capability to adapt
to variable physical parameters and the use of the subscales in order to solve complex flow problems.
Conclusions close the paper in Section 5.
2 POD reduced order approximation of variational problems
In this section we summarize the Proper Orthogonal Decomposition (POD) framework in which the
methods to be developed in this work are set. We also outline the properties of the Singular Value
Decomposition (SVD) which are relevant for the development of reduced-order subscales for POD
models.
2.1 POD for the reduced-order modeling of general problems
Let us define the unknown vector field U ∈ RM and the full-order space V = RM . M represents the
dimension of the unknown and is associated with the number of nodes of the computational mesh. Let
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us consider the fully discretized in time and space general non-linear transient system:
A(Un+1)Un+1 = R(Un,Un−1, ...), (1)
where n is the time step counter, A ∈ RM×M is the system matrix which might depend on Un+1,
and R is the right-hand-side of the system, which might depend on the values of U at the preceding
time steps. For simplicity, the dependence of A and R on U will be omitted from the notation in the
following.
Departing from the previous discretized system, POD models are built by projecting it onto a low-
dimensional subspace VΦ ⊂ RM . Vectors U can now be approximated as:
U ≈ ΦUΦ, (2)
where Φ ∈ RM×m is an orthonormal base for VΦ, m being the dimension of the reduced-order sub-
space, m  M . UΦ ∈ Rm are the components of U in VΦ expressed in the reference system defined
by Φ. A usual approach in POD is to actually decompose the unknown into the addition of a mean
value constant vector and the reduced order representation. Equation (2) is replaced by:
U ≈ ΦUΦ +U . (3)
Two convenient operators are the restriction operatorRΦ : RM → Rm, which allows one to obtain the
projection of a vector in RM onto VΦ expressed in the reference system defined by Φ:
RΦ (U) = ΦT
(
U −U) ∈ Rm,
and the extension operator E : Rm → RM , which allows one to go from the expression of a vector in
VΦ expressed in the reference system defined by Φ to its expression in RM :
E (UΦ) = ΦUΦ +U ∈ RM .
We also define the projection operator onto VΦ, ΠΦ : RM → RM :
ΠΦ (U) = E (RΦ (U)) .
Note that U 6= ΠΦ (U) because all the information not contained in the reduced-order subspace VΦ is
lost in the restriction step. Obviously, Π2Φ = ΠΦ, i.e., ΠΦ is a projection.
Various methods exist for computing the reduced order basis Φ, in this work we focus in the Proper
Orthogonal Decomposition [15, 32, 28], whose properties are summarized in Section 2.2.
Introducing (3) in (1) leads to the M ×m overdetermined system:
AΦUn+1Φ = R−AU ,
where the system matrix times the mean value of the unknown U have been sent to the right-hand-side
of the system. As explained in [12, 14], if matrix A is symmetric and positive definite, a least-squares
strategy for approximating the linearized overdetermined system leads to:
ΦTAΦUn+1Φ = Φ
TR−ΦTAU . (4)
Let us introduce the following notation:
AΦ := Φ
TAΦ ∈ Rm×m, (5)
RΦ := Φ
T
(
R−AU) ∈ Rm, (6)
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where AΦ is the reduced-order system matrix, RΦ is the reduced-order right-hand-side accounting
also for the contribution of the mean value constant vector to the right-hand-side of the system. The
reduced-order system is now:
AΦU
n+1
Φ = RΦ. (7)
This is the final reduced-order system which needs to be solved. The computational cost of solving
this system is reduced since typically m  M . For non-linear problems, additional hyper-reduction
approaches might be required to reconstruct system (7) at a reduced computational cost (see [37, 27, 9,
16, 40, 41, 4, 46, 45, 8]).
In the case A is not symmetric and positive definite, instead of projecting the system onto VΦ, a
Petrov-Galerkin projection is required in order to ensure stability of the reduced-order system [12]. A
suitable Petrov-Galerkin projector is ΦTAT , which results in the reduced-order system:
AΦAU
n+1
Φ = RΦA, (8)
where now:
AΦA := Φ
TATAΦ ∈ Rm×m, (9)
RΦA := Φ
TAT
(
R−AU) ∈ Rm, (10)
The methods explained in this work are valid both for the reduced-order system (7) and for the Petrov-
Galerkin system (8). For simplicity we are going to do all the developments using system (7).
2.2 Construction of Φ through a Singular Value Decomposition
We have already presented the reduced-order system (7). However, we still have not explained how to
obtain the reduced-order basis Φ. Since the process for obtaining this reduced-order basis is relevant
for the development of the reduced-order subscales for the POD model, we summarize it here.
In Proper Orthogonal Decomposition models, the reduced-order basis functions are obtained by
collecting a series of snapshots, applying a Singular Value Decomposition (SVD) to these snapshots
and finally keeping only the first m resulting basis functions. Let us define the snapshots matrix:
U ∈ RM×N ,
whereN is the number of snapshots. Each column of U corresponds to a snapshot, a solution to the full
order system (1) for a certain configuration. We will denote the jth column (snapshot) of the snapshot
collection as U (:,j). The collection of snapshots is expected to provide a rich enough set of solutions
so that a representative basis Φ can be extracted from them. These snapshots can be obtained both
by using experimental and numerical methods, although in this work we focus in the case where the
snapshots are obtained through the numerical solution of the associated full-order system in different
configurations.
Once the set of snapshots has been collected, matrix U is decomposed into the addition of a mean
value matrix and the product of three matrices through the process known as the Singular Value De-
composition. We start by defining the general one matrix as a matrix full of ones:
1k×l ∈ Rk×l | 1k×lij = 1 ∀i, j.
This allows us to define the mean value of the snapshots as:
U =
U1N×1
N
∈ RM×1,
5
and the snapshots’ mean matrix :
U = U11×N ∈ RM×N ,
which finally leads to the decomposition:
U = U + Φ0Σ0ΨT0 .
In the previous expression, Φ0 ∈ RM×M is a basis forRM . Supposing that there areN0 ≤ N ,N0 ≤M
linearly independent snapshots, the firstN0 basis functions (columns) of Φ0 are the reduced-order basis
functions, while the remaining (M −N0) basis functions account for the subspace of RM orthogonal
to the snapshots. The lastM−N0 basis functions are not constructed from the snapshots. Σ0 ∈ RM×N
is the eigenvalues matrix and Ψ0 ∈ RN×N is the matrix which accounts for the representation of the
snapshots in the new basis. The decomposition of U −U as the product of these three matrices has very
convenient properties:
• Φ0 is and orthogonal matrix, that is:
Φ0Φ
T
0 = I
M×M ,
each column of Φ0 containing one of the orthonormal vectors which compose the basis, with
IM×M denoting the M ×M identity matrix. The first N0 columns of Φ0 are capable of exactly
representing all the snapshots contained in U . The last (M −N0) columns contain the vectors of
a basis of a subspace orthogonal to the snapshots.
• Σ0 is a non-negative matrix with all terms zero except along the diagonal, each term in the
diagonal containing the eigenvalue associated to the corresponding basis function. Moreover,
the eigenvalues in Σ0 (and the basis functions in Φ0) are ordered in a decreasing order so that
the largest eigenvalues appear first. These N eigenvalues are a precise measure of the relative
importance of each of the firstN basis functions in Φ0 in the representation of the set of snapshots
U .
• Ψ0 is also an orthogonal matrix, each of its rows corresponding to one of the snapshots in U ,
represented using the N first basis functions of Φ0.
Taking into account that the eigenvalues in Σ0 and their corresponding basis functions are ordered in a
decreasing order, and due to the fact that the eigenvalues usually decrease very quickly, it is possible to
obtain a good approximation of U by keeping only the mM first basis functions of Φ0. We define:
Φ := Φ0(:,1:m) ∈ RM×m,
Σ := Σ0(1:m,1:m) ∈ Rm×m,
Ψ := Ψ0(1:N,1:m) ∈ RN×m.
The key to the reduced computational cost of POD models is the low value of m when compared to M .
The set of snapshots can now be approximated as:
U − U ≈ ΦΣΨT .
Note that ΣΨT is precisely the representation (projection) of the snapshots in the reduced-order basis
Φ, which we will denote as UΦ:
UΦ := ΣΨT ∈ Rm×N . (11)
It is convenient to note now that UΦ can also be expressed as the restriction of U :
UΦ = RΦ (U) := ΦT
(U − U) .
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3 Reduced-Order Subscales for POD models
In this section the general formulation of the reduced-order subscales for POD models is presented. We
also pay special attention to the algorithmic process followed for the construction of the model for the
subscales in practical cases, and we describe some adjustments required for an optimal performance of
the subscales model.
3.1 Decomposition of the unknown into the reduced-order part and the Subscales
Let us start the section by defining the solution to the full-order problem (1) for a given time step as:
Un+1 = A−1R,
and recalling that we consider the best possible approximation to the full-order solution Un+1 in the
reduced-order subspace to be the projection ΠΦ
(
Un+1
)
, its expression in the reduced-order basis Φ
beingRΦ
(
Un+1
)
.
Let us now consider the original unknown of the problem and, instead of introducing approximation
(3), split it into the optimal reduced-order part (the projection of the unknown into the reduced-order
subspace) and the part which cannot be captured by the reduced-order space, which we call the subscales
U˜n+1:
Un+1 = ΠΦ
(
Un+1
)
+ U˜n+1. (12)
It is clear from this decomposition that the space for the subscales V⊥Φ must be the orthogonal comple-
mentary space of VΦ:
V = VΦ ⊕ V⊥Φ ,
V⊥Φ =
{
X ∈ V : XTY = 0 ∀Y ∈ VΦ
}
.
If we replace the original reduced-order approximation of the unknown (3) by the exact expression
(12), we insert it in the full-order system (1) and we do the least-squares procedure as in (4), we obtain:
AΦRΦ
(
Un+1
)
+ ΦTAU˜n+1 = RΦ, (13)
where we have included the additional terms due to the fact that we are considering the contribution
from the subscales. Note that although V⊥Φ is orthogonal to VΦ, the productAU˜n+1 does not necessarily
belong to V⊥Φ , and then ΦTAU˜n+1 6= 0. Neglecting this contribution is precisely what prevents the
reduced-order model from attaining the best possible performance. The objective of this work is to
develop a model for the contribution of the subscales so that a close to the optimal solution for the
reduced-order system is obtained.
The model we propose to take into account the effect of the subscales is to define a field Sn+1 ∈ VΦ
and its expression in the reduced-order basis Φ, Sn+1Φ ∈ Rm, such that:
AΦS
n+1
Φ ≈ ΦTAU˜n+1,
and the reduced-order system now becomes:
AΦ
(
Un+1Φ + S
n+1
Φ
)
= RΦ, (14)
Sn+1Φ will be modeled as a function of U
n+1
Φ . The simple approach we propose consists of building a
linear model for Sn+1Φ by means of a CS ∈ Rm×m coefficients matrix and a DS ∈ Rm independent
term, such that:
Sn+1Φ = CsU
n+1
Φ +DS . (15)
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This model can be justified by considering the full-order system and its splitting into the reduced-order
and the orthogonal components. In order to do this, we introduce the orthogonal space basis:
Φ⊥ ∈ RM×(M−m),
and the restriction onto this orthogonal space:
R⊥
(
Un+1
)
= ΦT⊥
(
U −U) ∈ RM−m.
Similarly we define:
A⊥ := ΦT⊥AΦ⊥ ∈ R(M−m)×(M−m),
AΦ⊥ := ΦTAΦ⊥ ∈ Rm×(M−m),
A⊥Φ := ΦT⊥AΦ ∈ R(M−m)×m,
R⊥ := ΦT⊥
(
R−AU) ∈ Rm,
and the full-order system written in terms of the reduced-order and the orthogonal terms is:[
AΦ AΦ⊥
A⊥Φ A⊥
] [ RΦ (Un+1)
R⊥
(
Un+1
) ] = [ RΦ
R⊥
]
.
From the second equation we get:
R⊥
(
Un+1
)
= A−1⊥
(
R⊥ −A⊥ΦRΦ
(
Un+1
))
,
which we can replace in the first one, and then:(
AΦ −AΦ⊥A−1⊥ A⊥Φ
)RΦ (Un+1) = RΦ −AΦ⊥A−1⊥ R⊥.
Obviously, it is unfeasible to compute A−1⊥ , AΦ⊥, and A⊥Φ at a reduced cost . This is why we are
approximating the additional terms due to the subscales as:
−AΦ⊥A−1⊥ A⊥Φ ≈ AΦCS ,
AΦ⊥A−1⊥ R⊥ ≈ AΦDS .
The final reduced-order system becomes:
(AΦ +AΦCS)UΦ = RΦ −AΦDS . (16)
More complex models involving non-linear dependencies and dependencies on the value of the
subscales in previous time steps (time dependent subscales) could also be developed, although this
possibility is not pursued in this work. Once the general expression for Sn+1Φ has been defined, it only
remains to define a methodology to obtainCS andDS . For simplicity, in the following sections we will
refer to Sn+1Φ as the subscales, although we should refer to them as the field in VΦ which accounts for
the effect of the subscales.
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3.2 An a posteriori Least-Squares model for the Subscales
The strategy we propose for the modeling of the subscales consists in, once the reduced-order basis is
built, using the snapshots from the solution of the full-order problem in order to train a least-squares
model for the subscales.
Let us take the set of snapshotsU , and consider that they have been obtained by numerically solving
the full-order system (1). If the problem we are facing is transient, we will have computed each of the
snapshots in U by solving a time step of the scheme (1) departing from the solution at the immediately
preceding time step. This is so because the right-hand-side of (1) depends at least on the values of U
at the previous step. If the problem is not transient, then only the boundary conditions and physical
parameters are required to solve (1).
From now on, and for the sake of conciseness, we focus in the case of a transient problem where a
first order time derivative of the unknown is discretized using a single time step finite difference scheme.
In this case we denote as U0 ∈ RM×N the collection of the initial conditions for the snapshots which,
when solving a single time step of (1), lead to the collection of snapshots U , that is, the collection of
solutions that precede those of the snapshots. Note that there might be a nonempty intersection between
U0 and U . In fact, U0 is introduced for convenience, and not strictly necessary (see Remark 2). Physical
parameters and boundary conditions are considered to be constant for all snapshots for simplicity.
For a given snapshot Un+1, which we store in the jth column of the snapshot collection, U (:,j), its
initial conditions are Un, which we store in the jth column of the initial conditions snapshots matrix,
U0(:,j). From the singular value decomposition of the snapshots we already have the expression of the
snapshots expressed in the reduced-order basis,RΦ
(
Un+1
)
, stored inUΦ as defined in (11). Similarly,
we define the matrix of initial conditions snapshots expressed in the reduced-order basis,UΦ0 ∈ Rm×N ,
as:
UΦ0 = RΦ (U0) .
The idea now is to evaluate the error of the original reduced-order model (7) at each snapshot
when compared to the solution of the full-order system (1), and use this information to find the matrix
coefficients of CS and DS in (15).
If we know the initial conditions Un (stored in U0) for a given time step to be solved, and its
solution Un+1 (stored in U ) we can solve the time step with the reduced-order model and evaluate the
reduced-order error. We start by building the right-hand side of the system:
R (ΠΦ (U
n)) ,
In the case we are dealing with a non-linear problem, we also build the system matrix:
A
(
ΠΦ
(
Un+1
))
.
Remark 1 Note that we have not used the full order fieldsUn andUn+1 in order to buildR andA, but
instead we have used their projection onto VΦ, ΠΦ (Un), recovered through an extension fromUΦ0, and
ΠΦ
(
Un+1
)
, recovered through an extension from UΦ. This needs to be done in this manner in order
to obtain the most accurate modeling of the subscales, since in the real solution of the reduced-order
model we always depart from initial conditions in the reduced-order space. 4
From A
(
ΠΦ
(
Un+1
))
and R (ΠΦ (Un)) we build AΦΠ and RΦΠ following the definitions in
equations (5)-(6):
AΦΠ = Φ
TA
(
ΠΦ
(
Un+1
))
Φ,
RΦΠ = Φ
T
(
R (ΠΦ (U
n))−A (ΠΦ (Un+1))U) ,
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Figure 1: Summary of the process for computing the subscale associated to the ith snapshot, captured
at time step ni + 1.
and we solve the reduced-order system (7) in order to obtain the result predicted by the reduced-order
model without the subscales, Un+1Φ,pred:
AΦΠU
n+1
Φ,pred = RΦΠ. (17)
Comparing the reduced-order system without the subscales (17) with the reduced-order system with
the subscales (14), and imposing that the solution to the reduced-order system with the subscales is as
close as possible to the restriction of the solution of the full-order model
(
Un+1Φ ≈ RΦ
(
Un+1
))
, it is
clear that the predicted subscales must be:
Sn+1Φ,pred = U
n+1
Φ,pred −RΦ
(
Un+1
)
. (18)
The value for the predicted susbscales field Sn+1Φ,pred can be evaluated in this manner for each snapshot
in the collection of snapshots U , and then we have a collection of snapshots for the predicted subscales
SΦ ∈ Rm×N , each of its columns corresponding to a predicted subscale snapshot Sn+1Φ,pred. Fig. 1
summarizes the process for computing the subscale associated to a specific snapshot.
Remark 2 It is also possible to, instead of computing the subscale taking as initial conditions the
immediately previous time step, compute it taking as initial conditions the previous snapshot with an
adjusted time step size, δtΦ = δt · ns, where ns is the number of time steps between snapshots. This
would allow us to avoid storing the initial conditions snapshots. However, we have not pursued this
possibility in this work. 4
Once the snapshot coefficients for the solution, UΦ, and the subscales, SΦ, are available, the model
for the subscales as a function of the optimal solution can be built. The model we propose is a linear
relationship between the subscales and the solution of the reduced-order model. This is the simplest
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possible model, and although more elaborated models could be built, these have not been pursued in
this work. We obtain it by minimizing the distance between the subscales snapshots and the subscales
resulting from applying the proposed model (15) to the solution snapshots via least-squares:
CS ,DS = arg min
a∈Rm×m,b∈Rm
N∑
i=1
||SΦ,(:,i) − aUΦ(:,i) − b||2 (19)
Once matrixCS and the independent termDS are defined, the reduced-order model taking into account
the subscales can be obtained by replacing CS and DS in (16):
AΦ (IΦ +CS)U
n+1
Φ = RΦ −AΦDS , (20)
where IΦ = Im×m denotes them×m identity matrix. Note that, if the approximation for the subscales
is exact,RΦ
(
Un+1
)
is the solution of (20) since, rearranging the system we have:
AΦ
(RΦ (Un+1)+CSRΦ (Un+1)+DS) = RΦ ⇒
AΦ
(RΦ (Un+1)+ Sn+1Φ ) = RΦ ⇒
AΦU
n+1
Φ,pred = RΦ,
which is exact due to the definition of Un+1Φ,pred in (17).
3.3 Least Squares and the SVD
Let us study with some more detail the least-squares problem (19). This system is equivalent to saying
that we want to model the subscales snapshots as:
STΦ ≈ UTΦCTS + 1N×1DTS . (21)
This is an overdetermined system (N > m), so we solve it via least squares. The least squares problem
is: [ UΦUTΦ UΦ1N×1
11×NUTΦ
(
11×N1N×1
) ] [ CTS
DTS
]
=
[ UΦSTΦ
11×NSTΦ
]
. (22)
In the previous system of equations, the dimensions of DTS are 1×m, while the dimensions of CTS are
m×m. As a consequence, equation (22) is equivalent to m square systems of dimension m+ 1. Each
of these systems of equations corresponds to the model for the subscale of a single degree of freedom.
Note that:
UΦUTΦ = ΣΨTΨΣT = ΣΣ,
since Ψ is orthogonal and Σ is diagonal, Σ = ΣT .
We now define:
Σ2 :=
ΣΣ
N
.
Σ2 is also diagonal, the values on the diagonal being the squared eigenvalues of the original SVD for
the snapshots divided by the number of snapshots N . Moreover:(
11×N · 1N×1) = N ∈ R.
We define the mean of the snapshots expressed in the reduced order basis as:
UΦ := UΦ1
N×1
N
∈ Rm×1,
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and the mean of the subscales expressed in the reduced order basis as:
STΦ :=
11×NSTΦ
N
∈ R1×m.
Finally the mean of the product between each of the basis functions and the subscales is defined as:
UΦSTΦ :=
UΦSTΦ
N
.
The least squares system (22) can now be written as:[
Σ2 UΦ
UTΦ 1
] [
CTS
DTS
]
=
[
UΦSTΦ
STΦ
]
(23)
From the second group of equations of (23) we have:
DTS = STΦ − UTΦCTS
Note that DS is null if both STΦ and UTΦ are null.
Plugging this result in the first group of equations of (23) we have:[
Σ2 − UΦUTΦ
]
CTS = UΦSTΦ − UΦSTΦ. (24)
The second term on the right hand side of (24) vanishes either if the mean of the subscales is null, or
if the mean of the snapshots is null. The right hand side of (24) is precisely the covariance between the
snapshots (expressed in the reduced order basis) and the subscales:
covUS = UΦSTΦ − UΦSTΦ ∈ Rm×m.
The left hand side is the variance of the snapshots:
varU = UΦUTΦ−UΦUTΦ = Σ2 − UΦUTΦ ∈ Rm×m.
The variance matrix is diagonal due to the orthogonality of Ψ. Now:
CTS = var
−1
U covUS .
It is important to remark that since varU is a diagonal matrix, the values of each of the coefficients
in CS do not depend on each other. As a consequence, the model for the subscales is composed of the
addition of the independent contributions of each degree of freedom. This allows us to drop some of
the entries in CS and still obtain a meaningful model. This fact is the basis for the adjustments to the
model proposed in the following section.
3.4 Final adjustments to the reduced-order model for the subscales
In this section we introduce two corrections to the model for the subscales which have an important
impact on the results obtained from the final reduced-order model. The first correction aims at reducing
the computational cost of the model for the subscales, the second one aims to improve its accuracy.
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Dropping the components of the model with a negligible contribution
Pearson’s correlation coefficient matrix is a measure of the correlation between two variables. It will
serve us to decide whether to include the contribution of a component of the solution in the model for
the subscales or not. Let us start by defining the diagonal variance matrix of the subscales:
varS ∈ Rm×m
varS,ij = δij
[
STΦSΦ − STΦSΦ
]
ij
Pearson’s correlation coefficient matrix is defined as:
P TS = var
−1/2
U covUSvar
−1/2
S ,
where var1/2 denotes the diagonal standard deviation matrix. Note that we are taking advantage of the
fact that the components of the snapshots expressed in the reduced-order basis are uncorrelated (since
they were obtained using a SVD procedure).
The values in PS will range from −1 to 1. Absolute values of PS,ij close to 1 indicate a high
correlation between component i of the solution and component j of the subscales. Absolute values of
PS,ij close to 0 indicate a low correlation between both quantities. Coefficients with a low correlation
value have a low impact on the accuracy of the model for the subscales and can be dropped from the
model matrix CS .
In our implementation of the model for the subscales, we have included a tolerance tolPearson, for
which if PS,ij < tolPearson then we artificially fix CS,ij = 0. Although we have not implemented it in
the code used for the numerical examples, this would allow us to implement the Cs matrix in a sparse
format. In the case of non-linear problems with a relatively large number of degrees of freedom m, this
would help to reduce the computational cost of computing AΦCS .
Discarding the components of the model with large error
The model as defined until now is clear from coefficients which are weakly correlated to the error
associated to each of the degrees of freedom of the reduced-order model. However, it is still possible
that the model has a dependence on degrees of freedom which have a very large associated error, that
is, which cannot be properly captured by the reduced-order model. Even with the subscales correction,
the reduced-order model will hardly be able to reproduce these degrees of freedom accurately. Basing
the model for the subscales on these degrees of freedom will result in poor performance and unstable
behavior.
In order to avoid this issue, we will also drop from the coefficient matrix all the terms in the columns
corresponding to degrees of freedom for which the relative error of the reduced-order model is larger
than a tolerance, tolerror. We define the relative error associated to the ith degree of freedom as:
ei =
||SΦ(i,:)||
||UΦ(i,:)||
.
If ej > tolerror, then we drop (set to zero) all the coefficients in column j of matrix CS :
CS(:,j) = 0
m×1 if ej > tolerror.
This means that coefficients with large error are not used to model the subscales, although we do try
to model the subscales for degree of freedom j, that is, CS(j,:) 6= 01×m. Again this can be easily done
because due to the orthogonality of Ψ, the snapshots’ variance matrix is diagonal.
13
3.5 Algorithm for the computation of the subscales model
In Alg. 1 we summarize the algorithm for computing the model for the subscales:
Algorithm 1 Algorithm for the calculation of the subscales model.
1. Collect the high-fidelity solution snapshots U , U0 .
2. Perform the singular value decomposition of U , compute the restrictionsRΦ (U),RΦ (U0).
3. For all the snapshots initial conditions RΦ (U0), solve the reduced-order model problem and
obtain the subscales snapshots matrix SΦ by comparing the reduced-order solution withRΦ (U).
4. Compute the variance of the snapshots expressed in the reduced-order basis varU .
5. Compute the variance of the subscales expressed in the reduced-order basis varS .
6. Compute the covariance of the snapshots against the subscales covUS .
7. Compute CTS = var
−1
U covUS .
8. Compute the Pearson’s correlation coefficient matrix PS .
9. Modify CS by dropping the coefficients CS,ij for which Pij < tolPearson.
10. Compute the relative error associated to each degree of freedom.
11. Modify CS by dropping the columns CS(:,j) for which ej > tolerror.
12. Compute DTS = STΦ − UTΦCTS .
4 Numerical examples
In this section we present some numerical examples which illustrate the performance of the reduced-
order subscales in practical cases. We first focus in problems with few degrees of freedom, for which
we show the capability of the subscales model to improve the accuracy of the solution obtained with the
reduced-order model. We also show that, since the subscales are trained specifically for each reduced-
order model, they can help to correct the additional errors introduced by hyper-reduction. Then we
move to problems with varying conditions, for which we show that the reduced-order model with the
subscales is capable to adapt to variations in the physical properties of the continuum medium. Finally
we focus in a problem for which, past a certain point, increasing the number of degrees of freedom of
the reduced-order solution leads to a poor improvement of accuracy. We show that in these cases the
reduced-order subscales are capable of achieving an accurate solution with a relatively low number of
degrees of freedom.
4.1 Improving the performance of the reduced-order model
In the first numerical example we apply the developed method to a low Reynolds number incompress-
ible flow. The incompressible Navier-Stokes equations consist in finding a velocity field u and a pres-
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Figure 2: Velocity and pressure fields for the incompressible flow past a cylinder.
sure p such that:
∂tu+ u · ∇u− ν∆u+∇p = f ,
∇ · u = 0.
in the computational domain Ω and for time t > 0, where f is the vector of body forces and ν the
kinematic viscosity. Appropriate initial and boundary conditions have to be appended to this problem.
The full-order model consists of an equal interpolation finite element method stabilized using the Vari-
ational Multiscale Method [29]. Details and the motivation for the used formulation can be found in
[18].
In this numerical example we study the incompressible flow around a cylinder at Re = 100. The
computational domain consists of a 16 × 8 rectangle with a unit-diameter cylinder centered at (4, 4).
The horizontal inflow velocity is set to 100 at x = 0. Slip boundary conditions which allow the flow
to move in the direction parallel to the walls are set at y = 0 and y = 8, and velocity is set to 0 at the
cylinder surface. The viscosity has been set to ν = 1, which yields a Reynolds number Re = 100 based
on the diameter of the cylinder and the inflow velocity.
Regarding the numerical discretization, a backward Euler scheme has been used for the time inte-
gration with time step δt = 0.001. The advective non-linear terms in the left-hand-side matrix have
been treated in an explicit way, considering an advective velocity un+1∗, an explicit approximation to
un+1. For Backward Euler Schemes we take:
un+1∗ = un.
In this example, a coarse 7294 linear element mesh has been used to solve the problem. Fig. 2 shows
the velocity norm and pressure fields at a certain time step after a statistically stationary state has been
achieved.
For the reduced-order model, the Petrov-Galerkin projection defined in (8) is used due to the fact
that the matrix of the problem is not symmetric. In order to build the reduced-order basis, 50 snapshots
of the solution are taken, chosen so that they are extracted equally spaced in time in the original full-
order simulation. The solution to this problem is not complex, and it is sufficient to keep only the first
10 basis functions to obtain an accurate representation of the solution using the reduced-order model,
see [8] where this problem is solved using an explicit reduced-order model. In order to illustrate the
effect of the subscales, however, we are going to solve it using 2 reduced-order basis functions. If only
2 degrees of freedom are used, the reduced-order model is not capable of capturing the solution, and
the resulting error is large. However, we will see how adding the subscales to this very poor model
allows us to significantly improve its performance. The model for the subscales has been trained using
tolPearson = 0.01 and tolerror = 0.4.
15
0 0.2 0.4 0.6 0.8 1 1.2 1.4
−50
−40
−30
−20
−10
0
10
20
30
40
50
 
 
FOM
ROM
ROMSUBS
Figure 3: Time history of the vertical velocity at (6.5,4). Comparison of the full-order model, reduced-
order model without subscales, and the reduced order model with subscales.
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Figure 4: Reduced-order solution (values for each degree of freedom) in time. 2 degree-of-freedom
model.
Fig. 3 shows a comparison of the time history of the vertical velocity at coordinates (6.5, 4). In
the full-order model solution, the amplitude of the vertical velocity oscillation is approximately 38.
When the reduced-order model with 2 degrees of freedom is used, the obtained amplitude is 48. The
error is large because the reduced-order model is not rich enough. However, when the model for the
subscales is considered, the obtained amplitude is 35, much closer to the real amplitude, although still
not perfect. The differences between the full-order and the reduced-order model with the subscales can
be understood if we study the quality of the modeling for the subscales. Fig. 4 shows the time history
of the reduced-order solution in time for the two first basis functions. We can see that the frequency of
the time history for both degrees of freedom is relatively low. Since the modeled subscales have a linear
dependency on the solution, the frequency of the modeled subscales will also be low. As a consequence,
the modeled subscales will not be able to adapt to high-frequency oscillations of the real subscales. This
is illustrated in Fig. 5, where the real subscales are compared to the linearly modeled subscales. It is
clear from this figure that the modeled subscales are not capable to adapt to the higher frequency real
subscales, which results in modeled subscales which are quite different from the real subscales. In spite
of this, the subscales turn out in an important improvement in the solution.
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Figure 5: Real (Error) versus modeled (Subscales) subscales for the reduced-order model with 2 degrees
of freedom.
Let us now do the same exercise for a reduced-order with 5 degrees of freedom. In this case the
model without the subscales already does a decent job in capturing the full-order solution, so it is not
worth comparing the reduced-order solution with and without the subscales. However, it is interesting
to see how the quality of the modeled subscales increases as we increase the number of degrees of
freedom of the model.
Fig. 6 shows the time history of the reduced-order solution when 5 degrees of freedom are used. The
2 first degrees of freedom are the same as in the previous case, but now we have 3 additional degrees
of freedom. These degrees of freedom have larger oscillation frequencies. Since the subscales depend
linearly on the solution, this means that the modeled subscales will have a better capability to adapt to
high frequency oscillations. This is illustrated in Fig. 7, where the real subscales versus the modeled
subscales are plot. We see that the low frequencies of the first and second components of the subscales
are properly captured now by the linear subscale model. However, for the fifth degree of freedom, the
oscillation frequency of the real subscales is larger than the highest oscillation frequency for all the
degrees of freedom, and the subscales cannot be accurately represented by the linear model.
It is observed recurrently that the subscales for the last degrees of freedom of the reduced-order
model cannot be represented accurately by the linear model. However, these degrees of freedom are
the ones with a lower relative weight in the solution (this is ensured by the properties of the Singular
Value Decomposition) and the effect of this poor modeling in the accuracy of the final solution is small.
Nevertheless, this opens the door to introducing a non-linear model for the subscales, a possibility not
explored in this work.
4.2 Correcting the errors introduced by hyper-reduction
The system defined in equation (8) is the reduced order model associated to the original system (1).
System (8) is of dimension m (which typically corresponds to few degrees of freedom). However, for
non-linear problems, matrixA and vectorR still need to be computed at each time step in order to build
the reduced-order system matrix and right-hand-side, since they non-linearly depend on the unknowns.
The cost of this operation is of order M , the dimension of the original system (1), which means that the
expected orders of magnitude reduction of computational cost is not observed in practice.
Recently, a general approach for dealing with the non-linear terms of reduced order models has
appeared [37, 27, 9, 16, 40, 41, 4, 46, 45, 8], giving rise to what are known as hyper-reduced order
models. In these methods, the equations governing the problem of interest are only integrated at certain
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Figure 6: Reduced-order solution (values for each degree of freedom) in time. 5 degree-of-freedom
model.
reduced-order integration points, instead of integrating them in the integration points of the full-order
problem. The non-linear and parameter-dependent terms can then be recovered by means of a least-
squares procedure from the values at the reduced-order integration points where the function to be
approximated is computed. The use of hyper-reduction approaches for reconstructing A and R allows
one to reduce the computational cost associated to the construction of the reduced-order system to
O(m). However, using hyper-reduction also means that the reduced-order equations are integrated with
less precision, resulting in sometimes less accurate models.
In this section we are going to show how the reduced-order subscales can help to reduce the error
introduced by hyper-reduction. We depart from the case treated in the previous example and we apply
to it a hyper-reduction scheme. Particularly, we are using a strategy similar to the explicit scheme
described in [8], although with the following particularities:
• The equations are treated in an implicit manner.
• No least-squares extrapolation of the approximated unknowns is done.
• No special algorithm for selecting the reduced-order integration points is used, integration points
are selected randomly amongst the nodes of the finite element mesh.
The objective of these simplifications is to on purpose have a hyper-reduced order model with an ac-
curacy much worse than the model described in [8], and obviously, also much worse than the original
reduced-order model without hyper-reduction.
After constructing the reduced-order model with the described properties, we train the reduced-
order subscales using the process described in Section 3. Again tolPearson = 0.01 and tolerror = 0.4
have been used. Note that the subscales are trained after the reduced-order model is built, and specifi-
cally for it. The subscales for the hyper-reduced order model are going to be different from the subscales
for the model without hyper-reduction. The subscales will be trained to correct the error of the model.
In the case of hyper-reduction, this means that we will not only compensate for the error due to the low
quality of the reduced-order subspace, but also for the error due to hyper-reduction.
This is illustrated in Fig. 8, where the 2 degrees of freedom hyper-reduced model is tested with and
without subscales. As expected, the hyper-reduced model without the subscales performs much poorlier
than the original reduced-order model. The oscillation amplitude in this case is 63, much larger than the
correct oscillation amplitude of 38. This is so because, to the error due to the fact that only 2 degrees
of freedom are used, we have to add the error due to hyper-reduction. We now add the subscales to the
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Figure 7: Real (Error) versus modeled (Subscales) subscales for the reduced-order model with 5 degrees
of freedom.
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Figure 8: Time history of the vertical velocity at (6.5,4). Comparison of the full-order model, hyper-
reduced model without subscales, and the hyper-reduced model with subscales.
model, which were trained specifically for the hyper-reduced model. The obtained amplitude is 42, the
error of the hyper-reduced model with the subscales being almost equal to the error of the reduced-order
model with the subscales (amplitude 35), and much better than the error of the reduced-order model
without the subscales (amplitude 48).
From this example we conclude that the subscales can be successfully used to improve the perfor-
mance of hyper-reduced models.
4.3 Adapting to variable physical parameters
The objective of this section is to show that, despite the fact the subscales are modeled a posteriori in
a heuristic (non physics-based) manner, the model with the subscales is capable of adapting to changes
in the physical properties of the continuum medium.
In this numerical example we are going to develop a reduced-order model which is capable of
solving the flow past a cylinder at Reynolds numbers ranging from Re =100 to Re =200. The problem
setting is the same as in the previous sections, except for the fact that now we are using a second
order backward differences scheme for the time discretization, which means that the initial conditions
snapshots involve the two preceding time steps. In this case the explicit advective velocity is taken as:
un+1∗ = 2un − un−1.
In order to build the reduced-order model, we construct a reduced-order basis using 100 snap-
shots taken in a developed flow at Re =100, and 100 snapshots taken from a developed flow taken
at Re =200. Again, the snapshots are chosen so that they are extracted equally spaced in time in the
original full-order simulation. From these snapshots we keep the first 15 reduced-order basis functions
from which we build the reduced-order model using the Petrov-Galerkin projection (8). In the case of
the reduced-order model with the subscales, these are trained using the same snapshots as those used to
form the reduced-order basis, and again we take tolPearson = 0.01 and tolerror = 0.4.
Fig. 9 shows the comparison of the full-order model, the reduced-order model without subscales,
and the subscales enhanced reduced-order model for Re = 100, Re = 150, Re = 200 and Re = 1000.
We can see how the reduced-order model without the subscales quickly looses amplitude in the
Re = 100 case, while it overestimates amplitude in the Re = 150 and Re = 200 cases. The model
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Figure 9: Comparison of the performance of the reduced-order model for several Reynolds numbers.
Top Left: Reynolds 100. Top Right: Reynolds 150. Bottom Left: Reynolds 200. Bottom Right: Reynolds
1000
with the subscales, on the other hand, achieves a much more accurate representation, almost perfectly
matching the full-order results in these cases. For the Re = 1000 case, both the reduced-order model
with and without the subscales show results which significantly differ from the full-order results. This is
so because the solution of the Re = 1000 case cannot be represented with the basis functions captured
at Re = 100 and Re = 200.
From this example we conclude that the subscales enhanced reduced-order model is able to adapt
to the changes in the physical parameters of the continuum medium, as long as these changes are suffi-
ciently small so that the solution at the new physical parameters can be accurately enough represented
by the reduced-order basis.
4.4 Using the subscales to solve complex flow problems
This section covers the perhaps most interesting numerical example amongst the ones presented, and the
one that motivated this work. The example consists in the two-dimensional turbulent backward facing
step at Re = 37000, which we want to be able to simulate using reduced-order models.
The computational domain consists of a 44×9 rectangle. The 1 unit height step is placed at (4,0). A
horizontal inflow velocity profile with mean velocity 1 is set at x = 0. A wall law boundary condition
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is set at the top and bottom boundaries, with the wall distance characterizing the wall model being
δ = 0.001. The viscosity has been set to ν = 2.5 · 10−5, which yields a Reynolds number Re = 37000
based on the size of the step and the inflow velocity. For the time integration, a second order backward
differences scheme has been used with time step δt = 0.2. Again, an explicit approximation to the
advective velocity has been used:
un+1∗ = 2un − un−1.
A 34389 linear element mesh has been used to solve the problem.
A snapshot of the velocity norm and pressure full-order fields after the flow has been completely
developed is shown in Fig. 10. The most critical zone is the step, where the vortexes are generated: the
quality of the numerical solution in this area determines the quality of the simulation in the downstream
region where the vortexes are propagated. The simulation of the vortex generation phenomena has
turned out to be challenging for POD based reduced-order models, because the contribution of high-
frequency modes is critical, and these are precisely the modes which the reduced-order model omits.
Let us first study the performance of the reduced-order model without the subscales. Again, a
Petrov-Galerkin projection (8) is used for the discretization of the reduced-order model. In order to
build the reduced-order basis, 200 equally-spaced-in-time snapshots of the solution are taken and two
reduced-order models are considered: the first one with 35 degrees of freedom, and the second one with
80.
Fig. 11 compares the vertical velocity time history at a control point behind the step (5, 1) for the
full-order model, the reduced-order model with 35 degrees of freedom, and the reduced-order model
with 80 degrees of freedom. It can be observed that the reduced-order models suffer from large errors.
Moreover, increasing the number of degrees of freedom from 35 to 80 has little effect. This is so because
in turbulent problems properly modeling the local dissipation is critical for accurately capturing the
solution of the problem. This modeling of the local dissipation is done through turbulence models (the
Smagorinsky turbulence model in this case), but the model is not taking into account the effect of
the neglected reduced-order modes, the reduced-order subscales. This is the reason why a very large
number of degrees of freedom is required for accurately capturing the solution to turbulent problems,
even if a low number of degrees of freedom would suffice to accurately represent the solution.
However, the reduced-order subscales prove to be a suitable numerical tool to deal with this
problem. The 35 degrees of freedom model is considered, and the subscales are trained using
tolPearson = 0.01 and tolerror = 0.3. Fig. 12 compares the time history and vertical velocity spec-
trum for the backward facing step case using the reduced-order model with and without the modeling
of the subscales. It can be observed that the reduced-order model using the subscales almost perfectly
matches the results from the full-order model. With respect to the vertical velocity spectrum, Fig. 12
shows how the kinetic energy associated to high-frequency modes is over-estimated if no modeling for
the subscales is used, while a good agreement is obtained when using the modeled subscales.
Finally, we test the behavior of the reduced-order model when the Reynolds number is modified.
Fig. 13 shows the performance of the reduced-order model trained at Re = 37000, for several Reynolds
numbers. At Re = 32000 the reduced-order model performs very well, and is capable of adapting to the
diminution on the amplitude of the oscillations (from 0.41 to 0.39). Increasing the Reynolds number to
Re = 74000 also results in good results: the reduced-order model is capable of capturing the increase in
the oscillations amplitude (from 0.41 to 0.43). However, it is not capable of capturing the diminution on
the oscillations frequency, and a phase difference is observed. This can be explained by observing Fig.
10, where it is clear that the reduced-order basis functions will only be able to reproduce oscillations in
the wave-length of the original full-order model. If the frequency changes (and as a consequence so does
the wave-length of the vortexes, the original basis functions cannot represent the new wave. Finally, for
Re = 18500, the physics of the problem are too far away from the trained model, the subscales add
22
Figure 10: Velocity and pressure fields for the Backward Facing Step numerical example.
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Figure 11: Comparison of results for the backward facing step case. Full-order model, reduced-order
model with 35 degrees of freedom, reduced-order model with 80 degrees of freedom.
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Figure 12: Comparison of results for the backward facing step case full-order model, reduced-order
model without subscales (35 degrees of freedom), reduced-order model with subscales (35 degrees of
freedom). Top: Vertical velocity time history. Bottom: Vertical velocity spectrum.
24
0 20 40 60 80 100 120
−0.5
−0.4
−0.3
−0.2
−0.1
0
0.1
0.2
0.3
0.4
Re 32000
Time step
vy
 
 
FOM
ROMSUBS
0 20 40 60 80 100 120
−0.5
−0.4
−0.3
−0.2
−0.1
0
0.1
0.2
0.3
0.4
0.5
Re 74000
Time step
vy
 
 
FOM
ROMSUBS
0 20 40 60 80 100 120
−0.5
−0.4
−0.3
−0.2
−0.1
0
0.1
0.2
0.3
0.4
0.5
Re 18500
Time step
vy
 
 
FOM
ROMSUBS
Figure 13: Behavior of the reduced-order model for different Reynolds numbers.
too much dissipation and the oscillations are progressively damped down. A new reduced-order model
would be required to model the physics at this Reynolds number.
It can be concluded from this example that the reduced-order subscales are capable of modeling
the effect of the high-frequency modes discarded in the POD model. Moreover, the computational cost
of the reduced-order model is not significantly increased by adding the reduced-order subscales: the
additional number of operations required to evaluate the subscales matrices is O (m3), which is the
computational complexity of solving the reduced-order system. The reduced-order model performs
well in a range of Reynolds numbers close to the Reynolds number at which it was trained, but, as
expected, the accuracy becomes poorer for physical parameters far away from the training ones.
5 Conclusions
In this work we have presented a model for the Reduced-Order Subscales of POD models. The basic
idea consists in splitting the full-order solution into the part which can be captured by the reduced-order
model and the part which cannot, the subscales. When this splitting is introduced in the equations of
the reduced-order model, it becomes apparent that the terms accounting for the subscales are missing,
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which causes POD models to produce inaccurate solutions if no remedy is devised. Since the reduced-
order subspace is not capable of capturing the subscales, a model for them is required.
The proposed model for the subscales is defined as a linear function of the solution of the reduced-
order model. The coefficients of this linear function are obtained by comparing the solution of the
full-order model and the solution of the reduced-order model for some trial solutions, departing from
known initial conditions. For convenience, these trial solutions are taken to be the snapshots used to
construct the original POD basis. The difference between both solutions (full- and reduced-order) are
the subscales, for which a model can be built using a least-squares procedure. The subscales are then
introduced as a correction in the reduced-order model, resulting in an important improvement in accu-
racy.
The specific form of the least squares problem to be solved for computing the subscales model has
been studied. It is shown that, thanks to the properties of the Singular Value Decomposition used to
build the reduced-order model basis, the coefficients of the subscales model matrices can be computed
independently. This allows us to drop some of the terms in order to improve the accuracy of the model
and reduce the final computational cost.
Finally, the enhanced reduced-order model is tested in several numerical examples. These practical
cases show that the use of the subscales leads to more accurate solutions, successfully corrects errors
introduced by hyper-reduction, and allows to solve complex flow problems using a reduced number of
degrees of freedom.
Some questions remain open. For instance, the analysis of the error of the reduced-order model
with the subscales, the possibility of introducing more elaborate models which take into account a non-
linear relation between the reduced-order solution and the subscales, or the possibility of taking into
account the time dependence of the subscales. These will be the focus of future research on the topic of
reduced-order subscales.
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